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1. NOTE ON EDITION AND LANGUAGE

1.1. Note on the language of the manual

Original edition in Italian. Manuals in other languages are translated from the original manual in Italian.

1.2. Digital online edition

Dear Customer/Installer
Please read this document carefully together with the user manual which can be found inside our product.

The information contained in it are suggestions which in no way replace the responsibility of the installer -
maintenance technician.

All local and national laws and European Standards must be complied with as regards the correct sizing, installation,
maintenance and use of the product.

For installation and for anything not expressly mentioned, please refer to local and national regulations in the country
where the product is used.

The diagrams in this manual are purely indicative and in no way can the company be held liable.
How to download the manual:

access the download area, www.edilkamin.com
click on "Installation, use and maintenance manual".
Select the language, the product type and the product name from the drop-down lists.

1
1
1
1 Click on "download" to download the manual in pdf.



l"*"l EKSG

2. CE MARKING INFORMATION

The writer EDILKAMIN S.p.a., with registered office in Via P. Moscati 8 - 20154 Milan - Fiscal Code/VAT No.
00192220192, declares under its own responsibility that the products shown on the cover comply with EU Regulation
305/2011 and with the harmonised European product standard in force

The declaration of performance is available on the website www.edilkamin.com

It also declares that:

the products shown on the cover meet the requirements (where applicable) of the following European Directives:
2014/35/EU-Low Voltage Directive

2014/30/EU-Electromagnetic Compatibility Directive

2014/53/UE:RED

2011/65/EU-RoHS Directive

2009/125/EU-Ecodesign

2010/30/EU-Labelling
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3. INTRODUCTION

USER/INSTALLER

Dear Madam / Sir

We thank you and congratulate you for choosing our product. Please keep the manual for the entire service life of
the product. If lost, ask your retailer for a copy or download it from the download area on the website
www.edilkamin.com

3.1. Recipients of the manual

This manual is for:
T the person who uses the product at home (AUSERO0)
T the technician who installs the product (Al NSTALLERO)

The recipient of the chapter (USER/INSTALLER) is indicated at the start of the chapter

3.2. General notes

After unpacking the product, check the integrity and completeness of the contents.

If any anomalies are found, immediately contact the retailer from whom it was purchased, to whom a copy of the
warranty certificate and of the tax document must be given.

All local and national laws and European Standards must be complied with as regards the correct sizing, installation,
maintenance and use of the appliance. For installation, maintenance and for anything not expressly mentioned,
please refer to the local regulations in force in the country where the product is used.

The diagrams in this manual are purely indicative: they do not always strictly refer to the specific product and in no
case are they contractual.

3.3. Meaning of the symbols

PROHIBITION:

Indication of operations that must NOT be performed, to avoid damage.

ATTENTION:

Carefully read and understand the message it refers to because failure to comply may result
in serious damage to the product and put the user's safety at risk.

INFORMATION:

Not following these instructions will compromise the use of the product.

VIDEO:

Click on the symbol to watch the video

@ < B O

\
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3.4. Product identification and warranty.

The product is uniquely identified by a number, t he
warranty certificate. Please keep:

1 The warranty certificate that you found in the product
1 The tax document issued by the retailer
1 The declaration of conformity issued by the installer. Check local and national regulations.

The warranty conditions are indicated in the warranty certificate which can be found in the product and on the website
www.edilkamin.com

31 sonscamm

CERTIFICATO
DI GARANZIA

Example of warranty certificate

3.5. CE plate: Data and position

We recommend taking a photo of the CE plate, which shows the data according to the
harmonised product standard and the warranty slip (serial number), for all required uses.

The CE plate can be found on the back of the product

€

lJ?"F!A..FR!!:!S&!'!!" pop EK223

Notified bady 1880 En 14788

SERIAL NUMBER A di costruzione Year of construetion

BERRY90+

e
MODELLD

Q The drawings are only indicative but not always refer to a specific model

=13
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4. SAFETY INFORMATION

USER/INSTALLER

Q The characters of the safety information are larger according to the standards

4.1. General notes for the safe use of the product

For the safe use of the product, carefully read the operating instructior
section of the manual.

If something is not clear, do not act on your own initeiut contact
the retailer or the installer. The names of Edilkamin's contracted an
licensed technical service centres are available ONLY at
www.edilkamin.com

The product is not designed to be used by people, including childrer
with reduced physical, seary or mental capabilities.

The product is not designed for cooking.

The product is designed to burn category A1 wood pellets in accordanc
with UNI EN ISO 17222, in the amounts and in the manner described
in this manual.

The product is designed for iadr use and in environments with a
normal level of humidity. Therefore, keep the product in a dry place,
protected from adverse weather conditions.

The product is designed to operate only with the covers fitted.
Otherwise there is a risk of accessible pagts.
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4.2. Recommendations and prohibitions for the safe use of the product

Use the product only after it has been installed by qualified technician.
in a workmanlike manner and in accordance with local and nationa
regulations.

Power up the product onlgfter it has been fully assembled and the
covers have been fitted.

Do not install in rooms where there is a risk of fire. There is a risk of
damage to property and people.

Do not touch hot parts and, when the product is off but still hot, use
suitable preautions (e.g. fire resistant gloves).

Do not access internal parts. When it is connected to the electrice
power supply, there is a risk of electric shock.

Do not ignite or stoke the flame with liquid sprays or flame throwers.
There is a risk of serious ms and damage to property and people.

Do not burn waste, plastic materials or anything other than wooc
pellets. There is a risk of soiling the product, causing a fire in the
chimney and damaging the room.

Do not vacuum hot ash. There is a risk of damatfiegzacuum cleaner
and possibly smoke in the room.

Do not clean using flammable or unsuitable products. There is a risk c
fire or backdraught.

Do not clean the glass when it is hot or using unsuitable products. Thel
Is a risk of cracking the glass orusing irreversible damage to it.

Do not place flammable materials closer than the safety distance
indicated in this manual and in the declaration of performance. Fo
example, do not place drying racks closer than the safety distanct
There is a risk of fe.

Do not keep any type of flammable liquid near the product. There is ¢
risk of fire.
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Do not block the ventilation openings in the room or the air inlets or
chimney. There is a risk of smoke entering the room with the risk of
causing damage to propertycapeople.

Do not use the product as a support or as a ladder. There is a risk
damage to property and people.

Do not attempt to use the product with the door open or throw ho
material out of the product. There is a risk of fire.

Do not use the produdtthe glass is broken.
Do not use water in case of fire and contact your local authorities.

4.3. Possible risks if the installation, operation and maintenance instructions are
not followed

Risk of BURNS in case of contact with hot parts.

Risk of ELECTRIC SH@K in case of contact with internal parts when
connected to the electrical power supply.

Risk of INJURY to hands if used carelessly or by people with reducec
skills, if the safety devices are removed or if access to the internal par
IS attempted.

Risk of FIRE if the installation, operation and maintenance instructions
are not followed.

Risk of ASPHYXIATION if failure to comply with the installation,
operation and maintenance instructions results in the obstruction of th
smoke exhaust and of the air ingak

Risk of DAMAGE to property and people if the electrical system does
not have an efficient earthing system.

10
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5. DIMENSIONS

USER/INSTALLER

A: smoke outlet

B: combustion air inlet

C: air outlet for ducting (if present)
D: delivery (for hydro products)

E: return (for hydro products)

F: load (for hydro products)

Dimensions in cm

5.1. Like80 rear smoke outlet
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A: smoke outlet

B: combustion air inlet

C: air outlet for ducting (if present)

D: delivery (for hydro products)

E: return (for hydro products)

F: load (for hydro products)

Dimensions in cm

5.2. Like80 upper smoke outlet
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A: smoke outlet

B: combustion air inlet

C: air outlet for ducting (if present)
D: delivery (for hydro products)

E: return (for hydro products)

F: load (for hydro products)

Dimensions in cm

5.3. Tweed90+ rear smoke outlet
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: smoke outlet

: combustion air inlet

: air outlet for ducting (if present)
: delivery (for hydro products)

: return (for hydro products)

Mmoo w >

. load (for hydro products)

Dimensions in cm

5.4. Tweed90+ upper smoke outlet

50
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:
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A: smoke outlet

B: combustion air inlet

C: air outlet for ducting (if present)
D: delivery (for hydro products)

E: return (for hydro products)

F: load (for hydro products)

Dimensions in cm

5.5. Zone80
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A: smoke outlet

B: combustion air inlet

C: air outlet for ducting (if present)
D: delivery (for hydro products)

E: return (for hydro products)

F: load (for hydro products)

Dimensions in cm

5.6. Berry90+
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6. TECHNICAL DATA

USER/INSTALLER

6.1. Technical data according to the product standard: Like80/Zone80

The data shown are indicative and collected during the certification phase by a notified body under the conditions of
the standard.

Quantity

LIKE8O

ZONES8O

RATED POWER REDUCED

POWER

Output power 7.6 3.4 kw
Yield 90,8 89 %
CO emissions at 13% O3 50 52 %
Smoke temperature 165 137 °C
Fuel consumption 1.7 0.8 kg/h
Hopper capacity 15 kg
Draught 11.8 10.2 Pa
Autonomy 9 19 Hours
Minimum volume of installation room 34 m3
Heatable volume 200 m3
Smoke duct diameter 80 mm
Air intake duct diameter 50 mm
Weight with packaging (ceramic, steel) Like80 120/90 kg
Weight with packaging (steel) Zone80 95
Energy efficiency class (Regulation 1185/2015) A+
Environmental Class according to the lItalian Ministerial | 5 stars
Decree 186
Minimum  distance of combustible materials from | 100/100/800 mm
Back/Side/Front
Minimum distance of combustible materials from | NPD: (No mm
Ceiling/Floor declared

performance)

NOTES ON THE TECHNICAL DATA

1 For the calculation of consumption a calorific value of 4.8 kW/kg was used.

1 The heatable volume is calculated considering a heat demand of 33 Kcal/m? hour.

1 The autonomy may vary depending on the characteristics of use/installation/fuel. It does not constitute a
contractual obligation, nor a possible reason for dispute.

1 The product can work safely even with a higher draught. However, an excessive draught may result in switch-off
and/or decreased efficiency.

17



6.2. Technical data for sizing the chimney system

MFexs

Quantity
LIKE8O
ZONES8O0
RATED POWER REDUCED POWER
CO:2 11.5 7.4 %
Smoke temperature at exhaust 198 165 °C
Minimum draught 0.01 Pa
Flue gas flow rate 5.2 3.6 gls
firebox classification according to pr | CC 50
EN16510
Q The chimney system and the installation as a whole must comply with the instructions given
in this manual and with all local and national regulations. The installer is responsible for the
installation

6.3. Electrical data

Quantity
LIKE8O
ZONES80
Power supply 230 Vac
Frequency 50 Hz
Electrical consumption at the rated | 47 W
power
Electrical consumption with reduced | 40 W
power
Electrical consumption in stand by 2 w
Rated electrical power 90 W
Protection Fuse 3,15 AT,250 Vac 5x20
Q The installation must comply with national and local regulations. For safety reasons, the
electrical system must comply with legal standards. Correct earthing is essential.

18
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6.4. Technical data according to the product standard: Tweed90+/Berry90+

The data shown are indicative and collected during the certification phase by a notified body under the conditions of

the standard.

Quantity

TWEED90+

BERRY90+

RATED POWER REDUCED

POWER

Output power 9.2 34 kw
Yield 90,9 89 %
CO emissions at 13% O2 0,006 0,004 %
Smoke temperature 176 137 °C
Fuel consumption 2.1 0.8 kg/h
Hopper capacity Tweed90+ 15 kg
Hopper capacity Tweed90+ 20
Draught 114 10.2 Pa
Autonomy Tweed90+ 7 19 Hours
Autonomy Berry90+ 10 25
Minimum volume of installation room 34 m3
Heatable volume 240 m3
Smoke duct diameter 80 mm
Air intake duct diameter 50 mm
Weight with packaging (steel,glass) Tweed90+ 95 kg
Weight with packaging (ceramic) Berry90+ 125
Energy efficiency class (Regulation 1185/2015) A+
Environmental Class according to the Italian Ministerial | 5 stars
Decree 186
Minimum  distance of combustible materials from | 100/100/800 mm
Back/Side/Front
Minimum  distance of combustible materials from | NPD: (No mm
Ceiling/Floor declared

performance)

NOTES ON THE TECHNICAL DATA

1 For the calculation of consumption a calorific value of 4.8 kW/kg was used.
1 The heatable volume is calculated considering a heat demand of 33 Kcal/m? hour.

1 The autonomy may vary depending on the characteristics of use/installation/fuel.

contractual obligation, nor a possible reason for dispute.

1 The product can work safely even with a higher draught. However, an excessive draught may result in switch-off

and/or decreased efficiency.

It does not constitute a




6.5. Technical data for sizing the chimney system

MFexs

Grandezza
TWEED90+
BERRY90+
RATED POWER REDUCED POWER
CO:2 12.7 7.4 %
Smoke temperature at exhaust 211 165 °C
Tiraggio minimoMinimum draught 0.01 Pa
Portata fumiFlue gas flow rate 5.7 3.6 gls
firebox classification according to pr | CC 50
EN16510
Q The chimney system and the installation as a whole must comply with the instructions given
in this manual and with all local and national regulations. The installer is responsible for the
installation

6.6. Electrical data

Quantity
TWEED90+
BERRY90+
Power supply 230 Vac
Frequency 50 Hz
Electrical consumption at the rated | 78 W
power
Electrical consumption with reduced | 40 W
power
Electrical consumption in stand by 2 w
Rated electrical power 110 "
Protection Fuse 3,15 AT,250 Vac 5x20
Q The installation must comply with national and local regulations. For safety reasons, the
electrical system must comply with legal standards. Correct earthing is essential.
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6.7. ECODESIGN technical data: Tweed90+, Berry90+

MFexs

ECODESIGN REQUIREMENTS FOR SOLID FUEL LOCAL SPACE
HEATERS ACCORDING TO COMMISSION REGULATION (EU) 2015/1185
AND ENERGY LABELLING REQUIREMENTS FOR SPACE HEATERS
ACCORDING TO COMMISSION REGULATION (EU) 2015/1186

EK&3 — TWEED90+, BERRY 90+

Indirect heating functionality: NO

Direct heat output: 9,2 kW (space heat output)

Indirect heat output: -- KW (water heat output)

Space heating emissions at Space heating emissions at
Preferred Other n nominal heat output{™) minimum heat output(")(**)
Fuel fuel (only | suitable [%s]- PM | oac | co | nox | pm | osc | co | nox
one). fuel(s): ' 3 3
mg/m” at 13%0, mg/m” at 13%0,
Log wood, moisture no no
content <25 %
Compressed wood
with moisture content yes no 875 | 13 2 76 96 18 <1 52 94
<12 %
Other woody biomass no no
Non-woody biomass no no
Anthracite and dry
no no
steam coal
Hard coke no no
Low temperature coke no no
Bituminous coal no no
Lignite briquettes no no
Peat briquettes no no
Blended fossil fuel
. no no
briquettes
Other fossil fuel no no
Blended biomass and no no
fossil fuel briquettes
Other blend of no no
biomass and solid fuel
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Characteristics when operating with the preferred fuel only:

Seasonal space heating energy efficiency ns [%]: 87,5

Energy efficiency index EEI: 128 Energy efficiency class: A+
Item Symbol | Value Unit Item Symbol | Value Unit
Heat output Useful efficiency (NCV as received)
. Useful efficiency at o
Nominal heat output Prom 9,2 kW nominal heat output MNth.norn 90,9 %
- Useful efficiency at
Minimum heatoutput |, | 54 Y minimum heat outptt | Mpmn | 89,0 %

(indicative) (indicative)

Type of heat output/room temperature control

Auxiliary electricity consumption (select one)

single stage heat output, no room

NO
temperature control

At nominal heat output elmax 0,078 KW

two or more manual stages, no

NO
room temperature control

At minimum heat output Elmin 0,040 kW

In standby mode elss 0,002 KW }[/wth mechanic thermostat room NO
emperature control

with electronic room temperature
NO
control

Permanent pilot flame power requirement : :
with electronic room temperature

control plus day timer NO
Pilot flame power . :
requirement (if Ppitot N.A. Y \évcl)t;gf cltLernVl\,(':e;okotrin”;[:rrnperature YES
applicable) P
Other control options (multiple selections
possible)
room temperature control, with
. NO
presence detection
room temperature control, with open
. ) NO
window detection
with distance control option YES
Contact details Name and address of the manufacturer or its authorized representative.
Tel +39 02 937621 Manufacturer: EDILKAMIN SPA
wvirw. edilkamin.it Via Mascagni 7
mail@edilkamin. it 20020 Lainate (MI) — ITALY

(*) PM = particulate matter, OGCs = organic gaseous compounds, CO = carbon monoxide, NOx = nitrogen oxides
(**) Only required if correction factors F(2) or F(3) are applied.
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6.8. ECODESIGN technical data: Like80, Zone80

MFexs

ECODESIGN REQUIREMENTS FOR SOLID FUEL LOCAL SPACE
HEATERS ACCORDING TO COMMISSION REGULATION (EU) 2015/1185
AND ENERGY LABELLING REQUIREMENTS FOR SPACE HEATERS
ACCORDING TO COMMISSION REGULATION (EU) 2015/1186

EK63 - LIKES0, ZONESO

Indirect heating functionality: NO

Direct heat output: 7,6 kW (space heat output)

Indirect heat output: -- kW (water heat output)

Space heating emissions at Space heating emissions at
Preferred Other n nominal heat output(*) minimum heat output(*)(**)
Fuel fuel (only | suitable | 1o/, ["pm Jocc [ co | nox | pm [oec | co [ nox
one). fuel(s): ' 3 3
mg/m” at 13%0, mg/m- at 13%0O,
Log wood, moisture no no
content £ 25 %
Compressed wood
with moisture content yes no 874 | 14 1 50 98 18 <1 52 | 94
<12 %
Other woody biomass no no
Non-woody biomass no no
Anthracite and dry
no no
steam coal
Hard coke no no
Low temperature coke no no
Bituminous coal no no
Lignite briquettes no no
Peat briquettes no no
Blended fossil fuel
. no no
briquettes
Other fossil fuel no no
Blended biomass and no no
fossil fuel briquettes
Other blend of no no
biomass and solid fuel
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Characteristics when operating with the preferred fuel only:

Seasonal space heating energy efficiency ns [%]: 87,4

Energy efficiency index EEI: 128 Energy efficiency class: A+
Item Symbol | Value Unit Item Symbol | Value Unit
Heat output Useful efficiency (NCV as received)

. Useful efficiency at o
Nominal heat output Prom 7.6 kv nominal heat output Ml nom 90,8 %o
Minimum heat outout Useful efficiency at
S b Pmin 34 kW minimum heat output Nth.min 89,0 %
(indicative) (indicative) ’

Type of heat output/room temperature control

Auxiliary electricity consumption (select one)

single stage heat output, no room

temperature control NO

At nominal heat output elmax 0,047 KW

two or more manual stages, no NO

At minimum heat output Elrmin 0,040 Y room temperature control

In standby mode elep 0,002 Y with mechanic thermostat room NO
temperature control

with electronic room temperature NO
control

Permanent pilot flame power requirement . .
with electronic room temperature NO

control plus day timer

Pilot flame power with electronic room temperature

requirement (if Phpilot N.A. Y : YES
applicable) control plus week timer
Other control options (multiple selections
possible)
room temperature control, with NO
presence detection
room temperature control, with open
. ) NO
window detection
with distance control option YES
Contact details Name and address of the manufacturer or its authorized representative.
Tel. +39 02 937621 Manufacturer: EDILKAMIN SPA
www.edilkamin.it Via Mascagni 7
mail@edilkamin.it 20020 Lainate (MI) — ITALY

(") PM = particulate matter, OGCs = organic gaseous compounds, CO = carbon monoxide, NO« = nitrogen oxides
(**) Only required if correction factors F(2) or F(3) are applied.
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7. UNPACKING

A Only qualified personnel can unpack the product, in accordance with the safety regulations

INSTALLER

7.1. Notes on unpacking

The materials that compose the packaging are neither toxic nor harmful and as such do not require special disposal
processes.

Storage, disposal or possibly recycling is the responsibility of the end user in accordance with the applicable laws.
The packaging may be different in different countries for regulatory and transport reasons.

complying with current safety regulations. Do not overturn the package and take great care

f Perform all handling operations with the package upright, using suitable equipment and
with the parts to be assembled.

DO NOT LEAVE PACKAGING WITHIN THE REACH OF CHILDREN. Packaging material (e.g.
plastic, sheets of film) can be dangerous for children. There is arisk of suffocation.
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7.2. Packaging disposal instructions

Guidance notes:
Comply with the local and national regulations

DESCRIPTION

INSTRUCTIONS FOR COLLECTION

Wooden pallet

Separate collection

Wooden crate

Wood

Wooden pellet

Check the regulations of the relevant authority

Cardboard box

Separate collection

Cardboard corner

Paper

Appliance bag

Separate collection

Accessory bag

Plastic

Bubble wrap

Check the regulations of the relevant authority

Protective sheet

Check the regulations of the relevant authority

Labels

Check the regulations of the relevant authority

Polystyrene

Separate collection

Straps

Separate collection

Adhesive tape

Plastic

Hardware

Separate collection

Staples for straps

Metal

Fixing bracket

Check the regulations of the relevant authority
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7.3. Remove from the pallet

A\

Do not attempt to remove the product from the pallet before removing the screws. Only
gualified personnel can remove the product from the pallet, in accordance with the safety
regulations. The installer can find the complete instructions on the website.

Y

THE DRAWINGS ARE INDICATIVE. THEY ARE USEFUL FOR ASSEMBLY, BUT THEY DO NOT
ALWAYS REFER TO THE SPECIFIC MODEL.

Q

1) Unscrew and remove the bracket

27



7.4. Preparing for the assembly of Like80

l"*"l EKS

Y

Remove the side screws BEFORE fitting the covers.

The screws that have been removed will no longer be needed.

KN

/AU 2

.
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8. INSTALLATION

INSTALLER

The diameter of the smoke outlet is not the diameter of the chimney system. The chimney
system must be sized according to national and local regulations.

In particular, (non-exhaustive list) refer to EN 13384, EN 1443, EN 1856, EN 1457 and to all local
regulations.

Avoid the infiltration of condensation water through the chimney flue. If necessary, install an
anti-condensation ring - ask your chimney sweep.

Damage caused by condensation water is not covered by the warranty.

In some countries, in special conditions, multiple chimney flue installations are allowed.
According to regional regulations, additional safety systems are required when connecting to
multiple chimney flues. Your chimney sweep/technician is available for further information.

For watertight products in France please refer to the DTA of the cstb.fr. In any other country
check the specific instructions for watertight products.

For the installation to be considered watertight, not only the product must be watertight but
also all connections must be watertight.

O |« |« | D] | «O

8.1. Preliminary remarks on installation

Remember that:

1 The installation must be performed by qualified personnel;

1 Alllocal and national laws and European Standards must be complied with when installing and using the product.
In Italy the reference is the standard UNI 10683;

1 In the case of installation in condominiums it is necessary an offer with positive recommendation of the
administrator;

1 Inthe case of installation in public places, check and comply with local regulations for these installations.

The product is designed to operate in all weather conditions. In case of special conditions, as strong wind, safety
systems may intervene forcing the switch off of the product.

Some indications of a general nature are given below, which do not replace the checking against the local standards
and do not bring any liability concerning the instal

8.2. Checking the suitability of the installation room

The volume of the room must be greater than that indicated in the technical table

The floor must be able to support the weight of the product and its accessories* (see the note in the paragraph
on heat protection)

1 Make sure that the product is levelled

1 Do notinstall in rooms where there is a risk of fire or explosion.

1 Inltaly, check compatibility pursuant to UNI 10683 and UNI 7129 in the presence of gas products.

f
f
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8.3. Heat protection and safety distances

All the surfaces of the building adjacent to the product must be protected against overheating.

The insulation measures to be taken depend on the type of surfaces present.

The product must be installed in accordance with the following safety conditions:

Minimum distance from any combustible materials: see the declaration of performance on the website

In the case of installation with a wall made of wood or other flammable material, the smoke exhaust pipe must be
adequately insulated.

In the case of installation on a floor made of flammable and/or combustive material or with an insufficient load-bearing
capacity, it is advisable to place the product on a load distribution plate.

8.4. Chimney system (Smoke duct, chimney flue and chimney pot)

This chapter is written in accordance with European Standards EN 13384, EN 1443, EN 1856, EN 1457.
The installer must take these Standards and any other local regulations into account.
This manual is in no way to be considered as a replacement for current regulations.

The product must be connected to a suitable smoke exhaust system that guarantees the safe and complete
evacuation of the smoke produced by combustion.

Before positioning the product, the installer must make sure that the chimney flue is suitable.

8.5. Smoke duct, chimney flue

The smoke duct (duct connecting the fire box smoke outlet to the chimney flue inlet) and the chimney flue must,
among other regulatory requirements, in general:

1 Receive the smoke coming from only one product (it cannot receive the smoke coming from several products);
in some countries there are specific regulations: it is the responsibility of the installer to assess compliance with
local regulations.

1 Have a predominantly vertical development.

1 Not have any counter-sloping sections.

1 Have a preferably circular inner cross-section and in any case with a ratio between sides of less than 1.5.

1 End on the roof with a suitable chimney pot: it is forbidden to discharge directly from the wall or towards enclosed
spaces, even if outdoors.

1 Be made of materials with fire reaction class Al pursuant to UNI EN 13501 or similar national Standard.

1 Be suitably certified, with an appropriate chimney plate if metal.

1 Maintain the initial section or vary it only immediately above the product outlet and not along the chimney flue

8.6. Smoke duct

In addition to the general requirements applicable to the smoke duct and to the chimney flue, the smoke duct:

Must not be made of a flexible metal material.

Must be insulated if it passes through unheated rooms or if it passes outside.

It must not pass though rooms in which it is forbidden to install combustion heat generators or rooms where there
is a risk of fire or rooms that cannot be inspected.

It must allow the recovery of soot and it must be inspectable.

In general, it must not have more than 3 bends with a maximum angle of 90°, the assessment of which is the
responsibility of the technician in charge of sizing the system.

1 Ingeneral, any horizontal section can have a maximum (average) length of 3 metres, depending on the draught.
However, bear in mind that long sections facilitate the accumulation of dirt and are more difficult to clean; the
assessment is the responsibility of the technician in charge of sizing the system.

E R ]

= =
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8.7. The chimney flue

In addition to the general requirements applicable to the smoke duct and to the chimney flue, the chimney flue:

1 Must only be used to discharge smoke.

1 Must be correctly sized to meet smoke evacuation requirements (EN 13384-1 non-exhaustive example)

1 Is preferably insulated, made of steel and with a circular inner cross-section. If rectangular, the edges must
normally have a radius of not less than 20 mm and a ratio between internal dimensions <1.5.

1 Normally have a minimum height of 1.5 metres.

1 Maintain a constant cross-section.

1 Be waterproof and thermally insulated to ensure draught.

1 Preferably have a collection chamber for unburnt material and any condensation.

1 If pre-existing, it must be cleaned, to avoid fire hazards.

1 As a general guideline, it is advisable to duct the chimney flue if its diameter is greater than 150 mm, the

assessment of which is the responsibility of the technician in charge of sizing the system.

8.8. Ducted system

In addition to the general requirements applicable to the smoke duct and to the chimney flue, the ducted system:

I Must operate under negative pressure.
1 Must be inspectable.
1 Must comply with local regulations.

8.9. The chimney pot

Must be windproof.

Must have an inner cross-section equivalent to that of the chimney flue and an outlet smoke passage cross-
section equal to at least twice the inner cross-section of the chimney flue.

1 Inthe case of paired chimney flues (which should be at least 2 m apart), the chimney pot that receives the solid
fuel product discharge or that of the highest floor must be at least 50 cm above the other.

Must go beyond the reflux area (in Italy, refer to Standard UNI 10683)

Must allow for maintenance operations to be performed on the chimney

f
f

1
1
8.10. Air intake for combustion

8.10.1. Direct air intake

The watertight product is suitable for a watertight installation. In this case the air intake must be a direct air intake,
connected in a watertight manner.

Install an air intake with a net superficial section (regardless of nets or other protections) equal to at least the section
of the air intake hole behind the product.

Determine the diameter according to pressure loss.

Connect the air intake to the hole also with a flexible pipe.

Increase the pipe diameter if the pipe is not smooth: determine the pressure loss.

We recommend not exceeding 4 m and not using more than 2 curves, considering the draught of the smoke outlet.

8.10.2. Indirect air intake

If the use of a watertight product is not required, it is possible (although not recommended) the execution of an
indirect air intake

Install an air intake at the pavement level with a net section area (regardless of nets or other protections) equal to at
least 80 cm2 (diameter 10 cm).

To avoid air currents we recommend the installation of an air intake behind the product or behind a radiator.
We do not recommend the installation in front of the product to avoid inconvenient air currents.
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The intake air can be brought from an adjacent place provided that:

1 The flow can take place unhindered though permanent openings that communicate with the outdoor environment
1 The room adjacent to the installation room is never depressurised compared to the outdoor environment

1 The adjacent room is not used as a garage or for activities with a risk of fire, nor is it a bathroom or a bedroom
1 The adjacent room is not a common room of the building

In ltaly, the standard UNI 10683 provides that the ventilation is sufficient even if it is guaranteed in anyway the
maintenance of the pressure difference between the outdoor and the room environment is equal or less than 4 Pa
(standard UNI EN 13384-1 not exhaustive example).

The responsibility for this is of the installer that issues the declaration of conformity.

8.11. Use of concentric pipes

Regardless of the general indications, it is possible to use concentric pipes (that therefore provides the passage of
smoke internally and the passage of the combustion air through the outer circular ring).

This type of installation allows the execution of one single hole on the wall, instead of one for the air intake and
another for the exhaustion of smoke.

The height is calculated through a special sizing with the pipe supplier.
We normally recommend not exceeding 6 metres.

8.12. Electrical connection

Place the socket in an easily accessible position.
Voltage variations greater than 10% may compromise operation.

The electrical system must be in accordance with current regulations; in particular, check the efficiency of the earthing
system.

held responsible. The power line must have a suitable cross-section for the power of the

f The inefficiency of the earthing system causes malfunctions for which Edilkamin shall not be
appliance.

® AVOID CONTACT BETWEEN THE POWER CABLE AND HOT PARTS OR THE EXHAUST PIPE.

The product is supplied with a power cable to be connected to a 230V 50 Hz socket, preferably with a circuit breaker.

If the intake point is not is accessible, a multi-pole control switch must be installed in
compliance with the standards in force
The product is equipped with a 3.15 AT,250 Vac 5x20 fuse on the circuit board which can be
replaced ONLY by technical personnel

technical assistance service or in any way by a person with a similar qualification, in order to

f If the power supply cable is damaged, it must be replaced by the manufacturer or by its
prevent any risk
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8.13. Air ducting (where present)

The accessories for the ducting are available in the price list

Y

If air is not ducted in the products with ducts, use the deviation kit present in the price list

Y

The length of the ducting and the temperature in the outlet nozzle depend on the use and

installation conditions.
Size the ducting system.

We recommend the use of internally smooth pipes.
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9. FITTING THE COVERS

INSTALLER

9.1. Like80 ceramic
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2) Fix the ceramic Ceramic fixed

Q Do not force the screw into the threaded bushing to avoid breakage

Apply silicone at high temperature in the holes (A) to favour the component stability
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3) Fix the sides

5) Unscrew the screws

I’*"I EKS

6) Tilting the side
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8) Tighten the screws

7) Fix the sides
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9.2. Like8O0 steel
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Y

The product is delivered with the coatings already assembled

9.2.1.

Possible adjustments
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1) Remove top only hand-fitted Possible adjustments
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2) Unscrew the screws

AN

Possible adjustments

3) Remove the sides
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9.3. Tweed90+ glass
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Y

The product is delivered with the coatings already assembled

9.3.1. Possible adjustments

Possible adjustments

1) Unscrew the screws
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2) Remove the sides
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Possible adjustments
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9.4. Tweed90+ rivestimento in acciaio
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Y

The product is delivered with the coatings already assembled

9.4.1. Possible adjustments

Possible adjustments
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9.5. Zone80
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Y

The product is delivered with the coatings already assembled

9.5.1. Possible adjustments

(— ]

~ A

Starting situation Possible adjustments
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9.6. Berry90+

) o)
\\\ ‘&
»/"og' /,//// ) | ia]v [ e -
Starting situation 1) Disassemble the front part with snap in fixing

2) Assemble the ceramic Front part with ceramic

Q Do not force the screw into the threaded bushing to avoid breakage

Apply silicone at high temperature in the holes (A) to favour the component stability
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5) Disassemble the metallic supports
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2

z)@

6) Assemble the ceramic

Q Do not force the screw into the threaded bushing to avoid breakage

Apply silicone at high temperature in the holes (A) to favour the component stability

7) Assemble the ceramic with the structure 8) Tighten the screws
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10) Assemble lateral parts
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10. FUEL: WOOD PELLETS

USER/INSTALLER

Use class A1 wood pellets in accordance with Standard UNI EN ISO 17225-2 or similar local regulations that provide
for the following characteristics.

diameter 6 mm;
length 3-4 cm
moisture <10 %

For the protection of the environment and for safety reasons, DO NOT burn, among other
® materials: plastic, painted wood, coal, bark waste.

The use of other fuels may damage the product.
DO NOT USE THE PRODUCT AS AN INCINERATOR.

10.1. Pellet storage

Pellets are hygroscopic, i.e. they absorb moisture.

It is therefore necessary to store the pellets in a dry place, in their original bag, away from moisture.
Pellets should normally be at least 1.5 metres away from visible fires.

Large quantities of pellets must be stored in ventilated places, in accordance with local regulations.
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11. INSTRUCTIONS FOR USE

USER/INSTALLER

A The use of fuel other than the recommended pellets may cause damage to the product

When the product is hot, do not place the pellet bag on the top.

Use the special glove when loading the product while it is on and therefore hot.

Be careful not to touch the smoke exhaust pipe if hot.

Expansion

expansion.

This expansion may result in slight noises which are not a cause for complaint.

Smells

During the first start-ups, you may smell paint, but the smell will disappear in a short time.
Start the product in a well-ventilated room the first times it is used.

The product can be operated only after assembling the covers.

Power up the product only after completing its assembly and the covers have been fitted.
Otherwise there is a risk of accessible live parts.

@ Like all products, it heats up and cools down during the various phases. This results in normal
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11.1. Training before use

The technician is responsible for teaching the customer how to use and perform maintenance
on the product.

In particular, to use it in the best way possible, we suggest discussing the following topics with the technician:

Operation

Fuel

Ignition

What to do in the event of problems
Use suitable for installation conditions

E ]

fni Do not make changes to the installation conditions on your own initiative (including air
intakes)

11.2. Steps for the first start-up

Be sure to have read and understood the contents of this manual.

Remove all flammable components from the product (manuals, labels, etc.). In particular, remove any labels from
the glass.

1 Make sure that the technician has performed the first start-up, filling the pellet hopper for the first time too.

f
f
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11.3. Loading pellets into the hopper

To load the pellets.

Open the pellet loading hatch and pour in the pellets.

Make sure that the pellets do not spill out.

Should any leakage happen suction it when cold to prevent dust.

Loading pellets into the hopper

l"*"l EKS

Q The drawings are only indicative but not always refer to a specific model
Close the hopper within one minute, otherwise one of the product's safety features will
generate an alarm
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11.4. Loading pellets into the hopper Like80

VIDEO:

Click on the symbol to watch the video

VIDEO:

Click on the symbol to watch the video

» @

1 2 2.a Q
A A N | 2b

Close the hopper within one minute, otherwise one of the product's safety features will
generate an alarm
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12. INTERFACE AND OPERATING MODES

USER/INSTALLER

12.1. Operating modes

MODE SETTABLE PARAMETERS
Automatic Desired room temperature
Manual Desired power

Ventilation level

The product also has the following additional features

FUNCTION

THAT CAN BE ACTIVATED

ACTION

Stand-By

Automatic

The product turns on/off according to the temperature

Chrono prog.

Dedicated key

The product turns on/off according to the times and temperatures

set
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12.2. Interface

App Logo APP SmartEK63

The product can be managed alternatively through

1 PANEL WITH DISPLAY: standard supply, for the basic functions
1 APP: to be downloaded to a smartphone

Y

The minimum system requirements to use the SmartEK63 App on mobile devices are the
following:

-Operating System iOS 14 or higher or Android 9.0 or higher.
-2Q L3KRQH 6 DQG WKH 3]RRP" IXQFWLRQ RI WKH GLVSOD

Moreover, we would like to inform you that HUAWEI devices (and associated brands, such as:
HONOR), are not compatible with the SmartEK63 App.

This information may be subject to changes or updates: always refer to www.edilkamin.com

Visibility is guaranteed with display with 9;19.5 screen or similar

On the display with 9:16 screen (ex. iPhone 8) do not use the screen zoom function

Tutorial at www.edilkamin.com
Scan the QR code to see

https://ek-63.com/en/tutorial-videos-smartek63-app/
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